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OPERATCR: Minerals

DIVISION OF OIL, GAS, AND MINING
. FOND ESTIMATE '

’ Atlas — / O?/
'MINE NAME: Locust Spider ﬂ(’ | /05? 003
LOCATICN: East Canyon
COUNTY: . San Juan .
DATE: December 28, 1982 p
Op=raticn Amount Rate Cost
. 7 “3
CLEAN-UP . M{y REFR ey, X _ .
1. Femoval of structiires’t equird N/A N/A N/A
R !

2. Removal of trash & !debns. 0.8 acres $100 acre| $80

S. Laveling of’ an»il_a.ry facilities N/A N/A N/A
pads and access roads. : . .

REGRADING & XECONTOURING . ' . -

1. Earthwork including‘ rausage and 0.8 acres - $1000/acr7 $800° -
grading of spoils, Faste and over- ’
‘burden. . .

2. 'Recostouring of highwalls and " NLA N/A . N/A
excavations. . '

3. Spreading of soil cr su:-ficis.l ,
materials. : N/A N/A N/A

STABILIZATION

1. Soil prepeTstice, scarificstion, ‘# . .
rertilizaticn, etcd ————— Included in regradiing -=-----

2. Seeding or planticg. 0.8 acres - $125/acre $100

3. Constructior of terraces, water- '
bars, etec. -~ ¢ 0 | e=—e—e—— Included in regrading -------

LARBOR . -
1, Suzpervisiom. , L.
2. Labdor exciusive of joulldozer time_.} 20 hrs §15/hr 530(-)
SAFETY - ’_L ,@mﬁ;ﬂﬁa \ '?;m?” D | el

1. Erectlon f fen\..e Porta.l. cover= Wm@w waﬂ’mwé
ings, ate. VM'/Z‘ 2‘ \}@w-',';} Zc‘f““ 5_(,1 5o

2. Removal or neutra...i*a.t:.on of - L
explosive or hazardcus msterials. N/A N/A N{A

MCIEITORING . .

1. <Zeancinuing or pericdic merniteriag, 80 hrs $15/hr $1,200

- " sampling & tezting|desmed necessary. .
1. Contingency costs 80~ 10% $248

TRy 7 , :
Total ’ ' ) N/A N/A 2,728




CPZRATOR:
MINE NAME:

Locust—szder

ATLAS MINERALS, DIVISION OF ATLAS CORPORATION

LOCATION: Sectzon 5, Township 32 South, Range 25 East
COUNTY : San Juan County, Utah
DATE: February 23, 1977
Cperaticn Amcunt nate Cost
CLEAN-UP
1. Removal of structures & equipment. =+ 20 man hrs S 8./hr 160.
2. Removal of trash & debris., = 5 load hrs 25. /hr 125.
3. Leveling of anciljdry taciiities .
pads and access rdads. - 10 truck hrs 50./hr 200.
REGRADING & RVCOFTOUF*N%
1. Esrthwork including hauvlegs and
rading of spoils,) waste and over- 4 hours
burden. Bulldozer 50./hr 200.
2. Recoatouring of highwalls and
excavetions. - - - - - - -
3. Bpreading of soil lux surficial -
materials. - - - - - - -
STABILIZATION
1. BSoil preparaticn, guarificetion, L
fertiiization, etc. <+ .8 acres 100. /ac 80.
2. BSeeding or pianting -+
3. Construction of ‘cerrzess, water- L 1 hour
bars, ete. : : <+ Bulldozer 50./hr 50.
LABOR
1. 3Supervision. -[ 10 hours 10. /hr 100.
2. Labor axcluwvive ofi vulldozer timeR -
SAFETY
i. Erection of rences, porital cover- . 1 portal 300. /ea 300.
ings, atu, 2 vents 25. /fea 59.
2., Removal oir neutrallisstiion of
. explosive or hazardoss materials. - - - - - -
|
MONITORING
1. Ceontinuing cr periodic monitoring,
ssmpling & vezsing dsemzd pecessary. - - - - - -
OrHFR 1,215
! .
1% Inflation + 10 years 5% 754,
,_\J 7 0740
_.,\.IV

wr e sodra

SYZTOTAL

&
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11. Mining

Uranium ore in the Saltwash Sandstone member of the Morrison formation
will be mined underground through the existing Locust-Spider portal. Mining will
be conducted .in a safe, orderly, and minerlike fashion using a modified room and
pillar technique.

The mi
operations, the.
will be shifted
be contained on

ne will be Tocated at a predisturbed site. To facilitate mining
lexisting ore pad.and access. road will.be wideéned. The waste dump

e__

fifty feet south from the existing dump so_that waste rock will

lower ledges of the canyon wall. This will aid in preventing

sToughing of waste into the East Canyon Wash.

Becaus

e the site has been previously disturbed, topsoil is not available

for stockpiling.

There lare no natural water bodies in the area; the East Canyon Wash
drains surface run-off from the surrounding area.

12. Reclamation

Upon final abandonment of the mine, extranéous debris, scrap metal and
wood, and unusable buildings will be buried or removed from the location. The port
and any ventilation holes will be sealed to prevent unauthorized or accidental entr

The mine portal area, ore pad, and mine camp will be regraded, scarified
and seeded with]the specified mixture. Since the waste dump is extremely steep
off the canyon wall and inaccessable to heavy equipment, the tops of outside faces

will be rounded|off. Stabilized portions of the dump wilT™be seeded. The main roa
through the site will be left open to provide future access into the area.

Seeded areas will be monitored and reseeded if necessary. Soil
amendments may be used depending upon the results of revegetation studies in the
_area. :




